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"TYPICAL SECTION # 2
(D EXISTING 8" BITUMINOUS SHOULDER STA. 243+13 TO STA. 4+85
(2) EXISTING PCC PAVEMENT 10" & 6" OVERLAY LOOKING NORTH
(® EXISTING BITUMINOUS BASE COURSE WIDENING
(4) EXISTING MEDIAN
(5) EXISTING AGGREGATE SHOULDERS TYPE B STATION EQUATION:
(6) EXISTING TYPE A GUTTER STA. 242+7 (BK) = STA. 0+00 (AH)
- (D) PROPOSED HMA SURF. REM. VARIABLE DEPTH
PROPOSED 3/4 " POLY. LEVE. BIND. MM, IL-4.75, N50
(9 PROPOSED 1 1/2 * “ POLY. HMA. SURF. CSE., MIX “E’, N70
PROPOSED HMA SHOULDER, 2 1/4 “
() PROPOSED PCC BASE COURSE 10"
@2 PROPOSED HMA BASE COURSE 7
@3 PROPOSED AGGREGATE SHOULDERS TYPE B
PROPOSED B-6.06 CC&G -
@5 PROPOSED B-6.12 CC&G » .
@9 PROPOSED B-6.24 CC&G * SEE CROSS SECTIONS FOR SLOPES
@) PROPOSED CONCRETE MEDIAN SURFACE 4’ *+  EXISTING EARTH MEDIAN STA. 2+35 TO STA. 8+50
(® PROPOSED SUBBASE GRANULAR MATERIAL TYPE A EXISTING CONCRETE MEDIAN STA. 0+00 TO STA. 2+35
R
gggggggg giew\z{:mﬂ\;@m{@ AL »»*x INITIALLY; PCC SHALL BE PLACED AT 12.25" THICKNESS
PROPOSED PAVEMENT MARKING WHERE PAVEMENT REMOVAL IS REQUIRED. THEN; IT
% PROPOSED EMBANKMENT gI;A}i;;ABE MILLED 2.25" AND RESURFACED WITH 2.25
4//
@ PROPOSED TOPSOIL 4 »ess sxx+ SEE EROSION CONTROL PLAN FOR LOCATIONS
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